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BOARD OF DIRECTORS 

OUR MISSION: 

To provide for the conservation, pres-
ervation, protection, recharge, and 
prevention of waste of groundwater 
and of groundwater reservoirs for the 
People of Fayette County. 

Fayette County Groundwater News is a 
quarterly publication of the Fayette 
County Groundwater Conservation 
District. Subscriptions are free  upon 
request. 

The District offers free brochures and 
information sheets concerning many 
aspects of water conservation and 
protection.  Just drop by the office  
during regular office hours. 
 

Protect Your Water-
Register Your Well! 

The Fayette County Groundwater 
Conservation District is conducting a 
well inventory throughout Fayette 
County.  You can help by registering 
your water well.   This will assist the 
District in estimating how much water 
the people of Fayette County need now 
and for projected growth.  Forms can 
be found on the District’s website or by 
contacting us  at (979) 968-3135. 
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Protecting our m ost precious resource - 
WATER 

 SP R ING NEW SLETTER  

Constructing an Inexpensive Rain Barrel for Your Home 
 
It is no surprise that Texas summers are hot and dry.  What can be a surprise is the 
fact that well over 50% of all water usage in Texas, during the summer, is for out-
door watering purposes.  Plants, trees, and our lawns are important aspects of our 
lives and can be cared for while also working to conserve that most valuable re-
source….water. 
 
One inexpensive way to reduce demand on your well or municipal system is to con-
struct and inexpensive rain barrel.  This fun family project takes only a few minutes 
to construct and offers a free water supply for watering your flowerbeds or small 
garden areas. 
 
IMPORTANT NOTE:  The water collected in this rain barrel system is not for drink-
ing and should be used only for watering of plants, grass, and trees. 
 
Material: 

One heavy walled 30 gallon green or black trash can with lid.  
(White or clear trash cans can allow too much sunlight into 
the container and allow algae to grow on the walls.) 

¾ inch hose bib. (Any size will work, but the model illustrated 
uses a ¾ inch bib.) 

Silicone sealant 
Teflon tape or thread sealant 
Fitting to secure hose bib to the wall of the trash can. 
Window screen material. (Make sure the screen will cover the 

opening of the trash can with a few inches overhanging the 
sides) 

Two or three metal screws 
Fittings for downspout diversion 
¾ inch hole saw 
Tin snips, heavy duty scissors, or heavy garden shears 
Drill 
screwdriver 
Two or three standard cinder blocks. 

 



 

 

Construction: 
1.  Using the hole saw, drill a hole for the hose bib approximately 2-3 inches up from the bottom 

of the trashcan. 
2.  Cover the threads of the hose bib with Teflon tap or thread sealant and install through the 

hole. 
3.  Secure the hose bib in to the hole using the fitting.  Don’t over tighten if using plastic fittings. 
4.  Silicone around the fitting inside the can and around the hose bib outside the can. 
5.  Using the shears or scissors cut a piece of the screen material that will allow approximately 

three to four inches of overlap over the opening of the trash can. 
6.  Center the screen material and secure the screen, along the top rim, on one side of the trash 

can. (This is to catch debris and to prevent mosquitoes form breeding in the barrel) 
7.  Pull the screen tight with one hand and secure the lid of the trash can.  If your trash can does 

not have a lockable lid you may need to secure the screen material in several spots only the 
rim of the trash can. 

8.  Using the shears or tin snips, create a hole in the top of the lid to accept the downspout fit-
ting.  The hole should be slightly larger than the fittings to allow for easy removal of the lid 
for cleaning and inspection. 

9.  Find a suitable location for the rain barrel and level out an area as close to a downspout as 
possible. 

10. Place the cinderblocks on the ground and level. 
11. Place your newly constructed rain barrel on the cinder blocks adjusting the hose bib and lid 

opening for easy access and acceptance of the downspout fittings. 
12. Cut the existing downspout a few feet higher than the top of the rain barrel. 
13. Using fittings to plumb the downspout to the opening in the rain barrel and secure as neces-

sary. 

A few things to remember regarding your rain barrel:  
 
1.  Make sure the area that you place the rain barrel is level.  Water is heavy and you do not want the barrel 
  toppling over. 
2. Clean your gutters.  The less debris flowing down the downspout means less cleaning and possible damage to the 
 screen in the rain barrel. 
3. This system runs on gravity but if you are wishing to use a drip system need pressure a submersible pump can be 
 installed easily. 
4. Clean out sediments in the rain barrel once a year or as needed.  Clean the screen often. 
5. Have fun with this project and remember you are doing your part to conserve water. 
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NEWSLETTER AVAILABLE VIA EMAIL  
The Fayette County Groundwater News is available via email.  If you, or someone you know, would like to receive our quarterly 
publication via email rather than via the US Mail, please contact our office at (979)968-3135 or drop us an email at 
info@fayettecountygroundwater.com. 
 

Calling All Unused Well Owners 
 

The Fayette County Groundwater Conservation District is still looking for a few good wells.  Yes, we need a few good, unused, water wells to add to 
our Aquifer Watch monitoring program. 
 
Every water well in the Aquifer Watch is truly needed and appreciated.  However, we are seeking unused wells as the water level in these wells is 
generally unaffected by pumping and the District can then track if the water levels are actually increasing or decreasing without fear that the pump 
just turned off. 
 
Another benefit of having unused wells in the monitoring network is that the unused wells allow the District to perform prolonged and more in-depth 
monitoring and sampling than could be done on operational wells. 
 
If there is a water well on your property that you feel meets our need, and if you would like to participate in the monitoring of the groundwater in Fay-
ette County, please contact the District office at 979-968-3135.  This program is free of charge to the well owner and all information gathered is 
shared with the owner. 

STATISTICS FOR FAYETTE COUNTY 

Fayette County GCD has received 4939 Well Registrations to date, 0 Applications for 
Exceptions in 2010, 1 Permit Applications in 2010 and 3 Plugging Reports. 

RAINF AL L  2010 
 

Average rainfall for Fay ette County  as of  
March is 2.37 
*  Based on averages of six LCRA hydromet instruments in Fayette County 
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